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Check Valves
Technical Information Series CS

Quick Reference Data Chart

Free Flow ΔΔΔΔΔP at
Model Rate CV Orifice Max. Flow

Number Port Size LPM (GPM) GPM area, in2 Bar (PSI)

CS400 1/4 23 (5) 1.56 0.068 0.6 (9)

CS600 3/8 30 (8) 2.27 0.099 0.8 (11)

CS800 1/2 45 (15) 5.11 0.224 0.6 (8)

CS1200 3/4 100 (25) 7.95 0.348 0.9 (13)

CS1600 1 150 (40) 10.35 0.453 0.9 (13)

General Description

Series CS check valves permit free flow in one direc-
tion, and total shut-off automatically in the reverse
direction.

Poppet checks, not ball checks, are standard on all
Series CS check valves. Poppets eliminate chatter and
minimize wear.

Features

• Stainless steel poppets standard.

• Triangular retainers guide the poppets and hold the spring
firmly in place even under high velocity and shock.

Specifications
Maximum 210 Bar (3000 PSI)
Operating
Pressure
Nominal 0.3 Bar (5 PSI)
Cracking Other cracking pressures may be available
Pressure on request.
Standard 1.3 Bar (20 PSI)
Options 4.5 Bar (65 PSI)

Poppet Solid metal poppet, Stainless steel
Style
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Check Valve
Subplate Mounted

Size Material Seal
Material

CS Subplate Mounted

400 1/4"

600 3/8"

800 1/2"

1200 3/4"

1600 1"

Cracking
Pressure

S Steel

Omit 5 PSI Standard

20 20 PSI

65 65 PSI

80* 80 PSI

Other cracking pressures may
be available on request.

*80 PSI cracking pressure
available on 1200 size and
smaller.

Omit Nitrile

V Fluorocarbon

CS S

Ordering Information

Performance Curves
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Check Valves

Millimeter equivalents for inch dimensions are shown in (**)

Models CS400S through CS1600S

Subplate mounted check valve

Dimensions Series CS
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Check Valves

Millimeter equivalents for inch dimensions are shown in (**)

Subplate

Reference Data Only
(Subplates are not available)

Mounting Surface Series CS
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