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Application ITEC Maxx Force 7 6.4L Engine

Micron Rating 10 2

Primary Filter Secondary Filter

Height 4.5 in. (11.4 cm) 6.0 in. (15.2 cm)

Diameter 3.6 in. (9.1 cm) 4.25 in. (10.8 cm)

Center Threads N/A 1-14 UNS

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Application
International DT466, DT530, DT570,  

HT530, and HT570 Engines

Max. Flow Rate 45 GPH (170 LPH)

Max. Working Pressure 60 PSI (4.1 bar)

Micron Rating 2

Height 7.5 in. (19.1 cm)

Diameter 4.4 in. (11.2 cm)

Center Threads 7/8-14 UNS

Solids Capacity 14.1 oz (400 g)

Weight (dry) 1.5 lbs (0.7 kg)

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference
Fleetguard 
FF0526904

Navistar
1822588C1

Donaldson
P551318

PFF32423-02

PFF32715
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PFF4595

PFF4596

Application
7.3L Navistar T444E Powersrtoke 

Engines 1994 - 1999

Max. Flow Rate 20 GPH (75.7 LPH)

Micron Rating 2

Height 4.0 in. (10.2 cm)

Diameter 3.5 in. (8.9 cm)

Solids Capacity 12.3 oz (348.7 g)

Weight (dry) 0.4 lbs (0.2 kg)

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

Fleetguard 
FS1298

Wix 
33817

Luber Finer 
L3508F

Baldwin
PF7678

Donaldson 
P550966

Fram 
CS8323

Motorcraft
FD4595

Application
7.3L Navistar T444E Powersrtoke 

Engines 1999 - Current

Max. Flow Rate 20 GPH (76 LPH)

Max. Working Pressure 30 PSI (2.1 bar)

Micron Rating 7

Height 2.8 in. (7.1 cm)

Diameter 3.6 in. (9.1 cm)

Solids Capacity 12.3 oz (348.7 g)

Weight (dry) 0.3 lbs (0.1 kg)

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

Fleetguard 
FF5418

Wix 
33518

Luber Finer 
L4596F
L5788F

Baldwin 
PF7698

Donaldson 
P550437

Fram 
CS8629

Motorcraft
FD4596
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PFF4604

PFF4606

Application
Ford 6.0L Powerstroke Engines

Model year 2003 to 2006

Max. Flow Rate 34 GPH (130 LPH) 

Max. Working Pressure 58 PSI (4.0 bar)

Secondary Filter Primary Filter

Micron Rating 2 10

Height 2.6 in. (6.6 cm) 4.4 in. (11.2 cm)

Diameter 2.3 in. (5.8 cm) 3.4 in. (8.6 cm)

Solids Capacity (both filters) 0.2 oz (5.7 g)

Weight (dry) 0.4 lbs (0.2 kg)

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

Wix 
33599

Baldwin
PF7812KIT

Donaldson 
P550527

Motorcraft
FD4604

Application
Ford 6.0L Powerstroke Engines
(Van only) year 2003 to 2006

Primary Filter Secondary Filter

Micron Rating 10 4

Height 2.5 in. (6.4 cm) 2.5 in. (6.4 cm)

Diameter 3.6 in. (9.1 cm) 2.3 in. (5.8 cm)

Weight (dry) 6.4 oz (2.9 kg)

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

Amsoil 
FFK60

Wix 
33599

Honeywell 
CS98135

Baldwin
168153

Napa 
3600

Carquest 
86600

Hastings
FF1158

Champion Lab
L4606F
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PFF50216

PFFRK51216

Application International Prescreen Kit

Micron Rating 260

Height 4.4 in. (1.2 cm)

Diameter 2.0 in. (5.1 cm)

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Application GM Duramax Engine 2001 to 2010

Max. Flow Rate 50 GPH (189 LPH)

Max. Working Pressure 30 PSI (2.07 bar)

Micron Rating 2 Micron

Height 6.4 in. (15.5 cm)

Diameter 4.2 in. (10.7 cm)

Center Threads  3 3/8-8 Buttress

Weight (dry) 1.0 lbs (0.5 kg)

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

WIX
33910XE

Donaldson
P550833

Cross Reference

Fleetguard 
FF5095

Wix 
33195

Luber Finer 
LFF3806

Baldwin 
BF790

Donaldson 
P555095

Fram 
P6503
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PFF5504

PFF5505

Application Bobcat, Bomag, Ditchwitch, Deutz, Ford

Max. Working Pressure 30 PSI (2.1 bar)

Micron Rating 10

Height 4.0 in. (10.0 cm)

Diameter 3.3 in. (8.3 cm)

Center Threads M16 x 1.5

Solids Capacity 12.3 oz (348 g)

Weight (dry) 1.0 lbs (0.5 kg)

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

Fleetguard 
FF5095

Wix 
33195

Luber Finer 
LFF3806

Baldwin 
BF790

Donaldson 
P555095

Fram 
P6503

Application Case, Cummins, Deutz, Volvo

Max. Working Pressure 30 PSI (2.1 bar)

Micron Rating 10

Height 4.9 in. (12.4 cm)

Diameter 3.3 in. (8.4 cm)

Center Threads M16 x 1.5

Solids Capacity 12.3 oz (348 g)

Weight (dry) 1.0 lbs (0.5 kg)

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

Fleetguard 
FF5018, FF231

FF5046, FF50502
FF5074, FF5167

FF5494

Wix 
33358

Luber Finer 
FP586F
G6353

LFF3521
LFF3506

Baldwin 
BF7689, BF788
BF900, BF983
BF988, BF993

Donaldson 
P550272, P550440

P554620, FFP550440
FFP553004

Fram 
P7513
P4102

P4102A
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PFF5545

PFF5548

Application
Case 625627C1, IHC/Navistar, Agco, 
Dresser, Galion, Fiat-Allis, Komatsu 

(Primary Filter)

Micron Rating 30

Height 7.8 in. (19.8 cm)

Diameter 3.7 in. (9.4 cm)

Center Threads 1-14 UNS

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

Fleetguard 
FF5020

Wix 
33341

Baldwin 
BF577

Donaldson 
P555627

Application
International Maxxforce 9 Model Year 2007 

I-6 Engine

Max. Working Pressure 60 PSI (4.1 bar)

Micron Rating 2

Height 5.0 in. (12.7 cm)

Diameter 3.3 in. (8.4 cm)

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

OEM 
1878042C91

Fleetguard 
FS19947

Donaldson 
P550824
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PFF5550

PFF5551

Application
2007 F-Series Super-Duty Pickups with 6.4L 

V8 Powerstroke Diesel Engines (FD-4609)

Primary Secondary

Max. Working Pressure 30 PSI (2.1 bar) 30 PSI (2.1 bar)

Micron Rating 10 4

Height 4.4 in. (11.2 cm) 4.8 in. (12.2 cm)

Diameter 3.4 in. (8.6 cm) 3.6 in. (9.1 cm)

Weight (dry) 4.4 oz 7.4 oz

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

Fleetguard 
FK48002

Wix 
33950

Baldwin 
PF7934 KIT

Motorcraft 
FD4609

Donaldson 
P550815

Application Deere Tier III 450 Engines

Primary Secondary

Micron Rating 10 2

Height 5.6 in. (14.2 cm) 6.1 in. (15.5 cm)

Diameter 3.6 in. (9.1 cm) 4.2 in. (10.7 cm)

Center Threads N/A 1-14 UNS

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)
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PFF5555

PFF5556

Where Used Racor 777R Assembly 

Max. Flow Rate 150 GPH (568 LPH)

Max. Working Pressure 30 PSI (2.07 bar)

Micron Rating 30

Height 6.7 in. (17.0 cm)

Diameter 3.5 in. (8.9 cm)

Weight (dry) 8.6 oz (0.25 kg)

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Application International Prescreen Kit

Micron Rating 150

Height 2.8 in. (7.1 cm)

Diameter 1.7 in. (4.3 cm)

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)
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PFF5559

Where Used Racor 777R Assembly

Max. Flow Rate 150 GPH (568 LPH)

Max. Working Pressure 30 PSI (2.07 bar)

Micron Rating 7

Height 6.7 in. (17.0 cm)

Diameter 3.5 in. (8.9 cm)

Weight (dry) 8.6 oz (0.25 kg)

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

PFF558095

Application Chevrolet Express Van, GMC Savana

Max. Flow Rate 50 GPH (189 LPH)

Primary Secondary

Max. Working Pressure 30 PSI (2.07 bar)

Micron Rating 10 2

Height 3.9 in. (9.9 cm) 6.4 in. (16.3 cm)

Diameter 3.7 in (9.5 cm) 4.0 in. (10.2 cm)

Center Threads N/A 3 3/8-8 Buttress

Weight (dry) 4.4 oz ( 0.1 kg) 1.0 lbs (0.5 kg)

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

GMCX 
19149845

Wix 
33837

Baldwin 
BF7933KIT

AC Delco 
TP1537

11



PFF56223

PFF56203

Application
John Deere 9870STS, 9330, 9430, 9430T, 

9530, 9530T, 9630, 9630T (Primary)

Micron Rating 10

Height 8.5

Diameter 4.3

Center Threads 7/8-14 UNS

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Application
John Deere 9870STS, 7550, 9330, 

9430, 9430T, 9530, 9530T, 9630, 9630T 
(Secondary)

Micron Rating 2

Height 9.2 in. (23.4 cm)

Diameter 4.2 in. (10.7 cm)

Center Threads 1-14 UNS

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)
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PFF67555

Application Detroit Diesel 13/15 Engines

Max. Flow Rate
2.9 GPM 
(11 LPM)

2.9 GPM 
(11 LPM)

4.5 GPM 
(17 LPM)

Pre-Screen Coalescer Final

Max. Working Pressure
-13.1 to 72.5 PSI 
(-0.9 to 5.0 bar)

218 PSI 
(15 bar)

218 PSI 
(15 bar)

Micron Rating 100 10 4

Height
3.3 in 

(8.3 cm)
9.3 in 

(23.7 cm)
7.6 in 

(19.4 cm)

Diameter
1.8 in

(4.5 cm)
4.2 in 

(10.7 cm)
2.6 in 

(6.6 cm)

Water Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

PFL2016

Application
Ford F-Series Super-Duty Pickups,  

Excursions, And E-Series Vans.  
With Power Stroke 6.0L Diesel Engines.

Micron Rating 20

Height 6.5 in. (16.5 cm)

Diameter 3.3 in (8.4 cm)

Weight (dry) 0.2 

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

Wix 
57311

Baldwin 
P7235

Donaldson 
P550528

Luber Finer 
LP2016

Fram 
P7235

Fleetguard 
LF16166
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PFL5516

PFL5514

Application
Cummins 3329289 Engines

Rear Dump and Tractors (By-Pass)

Micron Rating 5

Height 10.3 in. (26.2 cm)

Diameter 4.6 in.. (11.7 cm)

Center Threads 1 3/8-16 UNS

Weight (dry) 1.5 lb (0.5 kg)

Particulate Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

Fleetguard 
LF777

Baldwin 
B7577

Donaldson 
P551000
P550777

Luber Finer
LFP2288

Wix
51749

Fram 
P4102A
P3555A

Application

Chrysler Cars/Trucks (57-70), 
Ford Cars/Trucks (57-00), 

Mazda Trucks (94-00), 
Toyota Landcruiser (71-96)

Micron Rating 21

Height 5.2 in. (13.2 cm)

Diameter 3.7 in. (9.4 cm)

Center Threads 3/4-16 UNS

Weight (dry) 1.03 lb (0.5 kg)

Particulate Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

Fleetguard 
LF3313

Baldwin 
B2

Wix
51515

Donaldson
P550008

Luber Finer
PH8A
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PFL5517

Application
Cummins 154709, Komatsu 

(Full-Flow/By-Pass)

Micron Rating 35

Height 11.7 in. (13.7 cm)

Diameter 4.7 in. (9.4 cm)

Center Threads 2 1/4-12 UNS

Weight (dry) 3.3 lb (1.5 kg)

Particulate Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

Fleetguard 
LF3000

Baldwin 
BD103

Wix
51748

Luber Finer
LFP3000

Donaldson 
P550105
P553000

Fram 
P3375

HPH6349A

PFL5518

Application
Cummins 154709, Caterpillar 3208 
Engine, IHC Trucks, Allison Trans., 

Volvo Trucks (Full Flow)

Micron Rating 25

Height 5.4 in. (13.7 cm)

Diameter 3.7 in. (9.4 cm)

Center Threads 1-14 UNS

Weight (dry) 1.1 lb (0.5 kg)

Particulate Removal Efficiency 99%

Ambient Temp. Range -40o to +225oF (-40o to 107oC)

Max. Fuel Temp. 190oF (88oC)

Cross Reference

Fleetguard 
LF3342

Baldwin 
BT230

Luber Finer 
LFP5570

Wix
51268

Donaldson 
P550105
P555570

Fram 
P3375

PH3519A
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Parker Hannifin Corporation
Filtration Group 
Global Headquarters
6035 Parkland Boulevard
Cleveland, OH 44124-4141
T 216 896 3000, F 216 896 4021
www.parker.com

North America
Compressed Air Treatment
Filtration & Separation/Balston
242 Neck Road                                                                                                             
Haverhill, MA 01835-0723                                                                                                           
T 978 858 0505, F 978 858 0625                                                             
www.parker.com/balston

Filtration & Separation/Finite
500 Glaspie Street, PO. Box 599 
Oxford, MI 48371-5132 
T 248 628 6400, F 248 628 1850
www.parker.com/finitefilter

Purification, Dehydration and 
Filtration Division 
4087 Walden Avenue                                                          
Lancaster, NY 14086                                                           
T 716 685 4040, F 716 685 1010                                                   
www.airtek.com

   Sales Office
   5900-B Northwoods Parkway
   Charlotte, NC 28269
   T 704 921 9303, F 704 921 1960
   www.domnickhunter.com

Engine Filtration & 
Water Purification
Racor 
3400 Finch Road, PO Box 3208 
Modesto, CA 95353                                                                                                             
T 209 521 7860, F 209 529 3278                                                         
www.parker.com/racor

Racor     
850 North West St., PO Box 6030                                                                                                           
Holly Springs, MS 38635                                                                                                  
T 662 252 2656, F 662 274 2118                                 
www.parker.com/racor

Racor 
302 Parker Drive                                                                                                        
Beaufort, SC 29906
T 843 846 3200, F 843 846 3230   
www.parker.com/racor

Racor -- Village Marine Tec.                                                
2000 West 135th Street
Gardena, CA 90249
T 310 516 9911, F 310 538 3048
www.villagemarine.com

Hydraulic Filtration
Hydraulic Filter  
16810 Fulton County Road #2                                                        
Metamora, OH 43540-9714                                                            
T 419 644 4311, F 419 644 6205                                                    
www.parker.com/hydraulicfilter

Process Filtration 
Process Advanced Filtration
2340 Eastman Avenue 
Oxnard, CA 93030 
T 805 604 3400, F 805 604 3401
www.parker.com/processfiltration

Europe
Compressed Air Treatment
domnick hunter Industrial 
Dukesway, Team Valley Trading Estate 
Gateshead,Tyne & Wear 
England NE11 OPZ                                              
T +44 (0) 191 402 9000, 
F +44 (0) 191 482 6296
www.domnickhunter.com

Hiross Zander 
Padova Business Unit
Strada Zona Industriale 4
35020  S. Angelo di Piove Padova, Italy
T +39 049 9712 111, F +39 049 9701 911
www.dh-hiross.com

Hiross Zander
Essen Business Unit
Zander Aufbereitungstechnik GmbH
Im Teelbruch 118
D-45219 Essen, Germany
T +49 2054 9340, F +49 2054 934164
www.zander.de

Parker Gas Separations
Oude Kerkstraat 4
P O Box 258
4870 AG Etten- Leur, Netherlands
T +31 76 508 5300, F +31 76 508 5333

Engine Filtration & 
Water Purification
Racor 
Shaw Cross Business Park                                                        
Churwell Vale Dewsbury, 
WF12 7RD England                                              
T +44 (0) 1924 487000, 
F +44 (0) 1924 487038
www.parker.com/rfde

Racor Research & Development
Parker Hannifin GmbH & Co KG
Inselstrasse 3 – 5  
70327 Stuttgart Germany
T +49 (0)711 7071 290-0, 
F +49 (0)711 7071 290 -70 
www.parker.com/racor

Hydraulic Filtration
Hydraulic Filter 
Stieltjesweg 8, 6827 BV   
P.O. Box 5008 6802 EA                                                        
Arnhem, Holland                                                               
T +31 26 3760376, F +31 26 3643620   
www.parker.com/eurofilt

Urjala Operation 
Salmentie 260                                                             
31700 Urjala as Finland                                                        
T +358 20 753 2500, F +358 20 753 2501 
www.parker.com/fi

Condition Monitoring Center 
Brunel Way Thetford, 
Norfolk IP 24 1HP England                                                                        
T +44 1842 763299, F +44 1842 756300
www.parker.com/cmc

Process Filtration 
domnick hunter Process
Durham Road, Birtley Co. Durham,                                            
DH3 2SF England                                                             
T +44 (0) 191 410 5121, 
F +44 (0) 191 410 5312                     
www.domnickhunter.com

Asia Pacific
Australia
9 Carrington Road, Castle Hill
NSW 2154, Australia
T +61 2 9634 777, F +61 2 9899 6184
www. parker.com/australia

China
280 YunQiao Road
JinQiao Export Processing Zone
Shanghai 101206 China
T +86 21 5031 2525, F +86 21 5834 3714
www. parker.com/china

India
Plot EL 26, MIDC, TTC Industrial Area
Mahape, Navi Mumbai 400 709 India
T +91 22 5613 7081, 82, 83, 84, 85
F +91 22 2768 6618 6841
www. parker.com/india

Japan 
626, Totsuka-cho, Totsuka-ku
Yokohama-shi, 244-0003 Japan
T +81 45 870 1522, F +81 45 864 5305
www.parker.com/japan

Korea 
1-C Block, Industrial Complex of Jangan,
615-1, Geumui-Ri Jangan-Myeon, 
Hwaseong-City Gyeonggi-Do, Korea
T +82 31 359 0771, F +82 31 359 0770                                       
www.parker.com/korea 

Singapore
11, Fourth Chin Bee Road
Singapore 619 702
T +65 6887 6300, F +65 6261 4929
www.parker.com/singapore

Thailand  
1023 3rd Floor, TPS Building                                                           
Pattanakam Road, Suanluang,                                            
Bangkok 10250 Thailand                                                           
T +66 2717 8140, F +66 2717 8148                                     
www.parker.com/thailand

Latin America
Parker Comercio Ltda. 
Filtration Division 
Estrada Municipal Joel de Paula                                                     
900 Eugenio de Melo,                                                             
Sao Jose dos Campos                                                             
CEP 12225390 SP Brazil                                                       
T +55 12 4009 3500, F +55 12 4009 3529                          
www.parker.com/br 

Pan American Division - Miami
7400 NW 19th Street, Suite A
Miami, FL 33128
T 305 470 8800 F 305 470 8808
www.parker.com/panam

Africa                                                                                      
Parker Hannifin Africa Pty Ltd                                               
Parker Place, 10 Berne Avenue, 
Aeroport Kempton Park, 
1620 South Africa                                                  
T +27 11 9610700, F +27 11 3927213
www.parker.com/eu
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